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Solid Door Refrigerator/Freezer

JHD-40Q

Description: Four solid half door REF(3dr) FRE(1dr), 40 cu. ft

Features & Benefits

Stainless steel interior and exterior for greater
durability, construction and appearance.

Recessed door handles with plastic door handle
gaskets for ease of use.

Self-contained top mounted refrigeration system
and high humidity coated fin coil evaporator.

* Holds -10° F to 10° F as freezer
e Holds 30° F to 45° F as refrigerator

Automatic interior lights in refrigerator and freezer
sections.

Exterior LED temperature display with digital
controls. Temperature setting is easy, fast and
accurate.

Micro-controller with adjustable temperature
variance, automatic defrost intervals, setpoint
limits, and parameter locking functions.

8 adjustable vinyl-coated steel wire shelves.

5" casters standard. Easy mobility and
installation.

Convenient and energy-efficient half-door
design.

Heavy-duty overall construction for high-volume,
constant duty operation.

Electric condensate evaporator - no floor drain
required!

Reinforced door hinges with 90 degree hold
open feature.
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FACTORY OPTIONS
Suffix 1 Suffix 2 Description

General Information

-3G (REF only) Glass doors, light switch
-2G (REF only) 2 glass doors, light switch
-T Top glass doors
-L Left glass doors
-1G (REF only) 1 glass door, light switch
-TL Top left glass door
-TR Top right glass door
NEMA 5-20P plug

5-20R receptacle required

Cubic Ft.: 30,10
Shelf Size: 24.75'x22.0"(x6), 24.75"x20.5"(x2)

Technical Data

Half Doors: 4
Unit Weight: 495 Ibs.

Exterior: Stainless Interior: Stainless
Ship Weight: 540 Ibs.

Refrigerant: R-404a & R-134A Start Amps: 145
Volts: 115 #Compressors: 2
SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE

Run Amps: 11.3

Horsepower: 1/4,1/4

Cord Length: 82in.
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